
PIGGYBACK TRUSSES
STUDDED 48" OUT FROM
PEAK (OR CENTRE)

2X4 STRAPPING LAIN
FLAT; 24" O/C FROM
CENTRE
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Single 2X6 top plate
on floor decking

Piggyback Detail
Not to Scale

Truss-on-Joist Stack Detail
Not to Scale
**ACTUAL TRUSS PROFILES AS PER LAYOUT

TOTAL BEARING CAPACITY IS 12,155 lbs
(UNFACTORED), HEEL PLATE FLUSHED AT EDGE

3-PLY GIRDER AS
PER LAYOUT PARTYWALL

GABLE TRUSS AS
PER LAYOUT

LUGT3

FIELD BRACING IS NOT THE RESPONSIBILITY OF THE TRUSS FABRICATOR, TRUSS DESIGNER OR PLATE MANUFACTURER. INDIVIDUALS ERECTING TRUSSES ARE CAUTIONED TO SEEK PROFESSIONAL ADVICE REGARDING TEMPORARY AND ERECTION BRACING WHICH IS ALWAYS REQUIRED TO PREVENT
TOPPLING, AND THE DOMINO EFFECT DURING ERECTION, AND PERMANENT BRACING WHICH MAY BE REQUIRED IN SPECIFIC APPLICATIONS. TRUSSES SHALL BE BUILT AND FASTENED IN A STRAIGHT AND PLUMB POSITION. WHERE NO DIRECT TOP CHORD SHEATHING IS APPLIED, TRUSSES MUST BE BRACED
AT 24" ON CENTRE MAXIMUM. WHERE NO DIRECT BOTTOM CHORD SHEATHING IS APPLIED, TRUSSES MUST BE BRACED AT 10'-0" ON CENTRE MAXIMUM. TRUSSES MUST BE HANDLED WITH EXTREME CARE DURING ERECTION TO PREVENT DAMAGE OR PERSONAL INJURY. REFER TO TRUSS ENGINEERING
DRAWINGS FOR ADDITIONAL CONNECTION AND BRACING REQUIREMENTS. THESE CALCULATIONS ARE SUPPLIED IN ORDER FOR THE ENGINEER OF RECORD TO ADEQUATELY PROVIDE FOR CONNECTION AND INTEGRATION OF THE ROOF ASSEMBLY TO THE SUPPORTING STRUCTURE. DESIGNERS ARE SOLELY
RESPONSIBLE FOR THE INTEGRITY OF THE PRODUCT. TRUSSES REMAIN PROPERTY OF IGLOO MANUFACTURING LTD. UNTIL PAID IN FULL. TRUSS LAYOUTS AND ENGINEERING MAY NOT BE REPRODUCED IN PART OR FULL UNDER ANY CIRCUMSTANCES

LUGT3 Detail
Not to Scale

**REFER TO ENGINEERED FASTENING
DETAIL FOR SPECIFIC INSTRUCTIONS
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Oversized Self-Supporting Jack
Detail (Generic)
Not to Scale
**ACTUAL TRUSS PROFILES AS PER TRUSS LAYOUT
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